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Experience our range of classic to contemporary design patterns cut out of Zintra®. Whether it is the Zintra® 

pattern layer only or the Zintra® pattern on a matching or contrasting solid Zintra® Panel as the backer, it 
will create a unique look for walls, dividers, or ceilings. In just the one product you will find style, texture, 
contrast and depth with the added benefit of sound absorption and sound refraction to create a harmonious 
environment. The two layers of Zintra® Acoustic Patterns also increases the alpha w (aw) value.

WHAT ARE ZINTRA® ACOUSTIC PATTERNS?

•	 aw 0.30 - 0.95 / NRC 0.45 - 0.95 depending on design and installation method
•	 Use as pattern layer only or the pattern layer with Zintra® Acoustic 12mm backing
•	 Easy installation using Z-clips, adhesive or other mechanical mounting methods 
•	 Tone-on-tone or two tone colour combinations
•	 Ability to easily customize design for specific project requirements
•	 Apply directly to walls or ceilings or use as room dividers
•	 Fabricated to specific size of project for simple installation

ZINTRA® ACOUSTIC PATTERNS FEATURES

 ZINTRA® ACOUSTIC
 PATTERNS

 ZINTRA®  ACOUSTIC
 PATTERNS
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zintra® acoustic patterns

 ZINTRA® ACOUSTIC  PATTERNS   
SPECIFICATIONS
CONTENT

ACOUSTIC RATING

PANEL SIZE / THICKNESS

SURFACE FINISH

WEIGHT

COLOURS

APPLICATION 

FABRICATION

INSTALLATION

FIRE RATING

CARE INSTRUCTIONS

100% Polyester

aw 0.30 - 0.95 / NRC 0.45 - 0.95

Zintra Pattern on Zintra maximum = 2745mm x 1220mm x 24mm

Zintra Pattern Only = 2745mm x 1220mm x 12mm

Matte

Zintra Pattern on Zintra maximum 4.8kg/m2

Zintra Pattern Only 2.4kg / m2 depending on design

20 standard colours. (See page 7)

Indoor areas only

Utility knife or CNC with oscillating knife

Adhere to substrate with adhesive.

Attach with screws, nails, stand-offs, aluminum trim or millwork

In accordance with EN 13501-1, Zintra Acoustic 12mm and Zintra Pattern on Zintra

achieve Class B-s2-d0 

Vacuum

• 12mm Zintra® Backing Layer

• 12mm Zintra® Pattern Layer•
•

OPTIONAL TRIM

L-ANGLE

15mm

2
5

m
m
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 ZINTRA® ACOUSTIC  PATTERNS  ZINTRA® ACOUSTIC  PATTERNS

zintra® acoustic patterns

ABHAYA ASIATIC ASTRA BENGAL BHARATA BHUSHAN DEEPAK 

DEVRAJ ELEPHANTA GADIVA

FISHBONE

FISHBONE

CIRQUE

CIRQUE

LINKS

LINKS

GINKGO

HEX

HAIMATI

INDUS KALI KERALA KRISHNAN

FOLIAGE A FOLIAGE B

LOST MALINI
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zintra® acoustic patterns

VANISHING

 ZINTRA® ACOUSTIC  PATTERNS  ZINTRA® ACOUSTIC  PATTERNS

PIVOT

PIVOT

PIXEL

SHARD STONE AGE VEDIC WAMIKATELUGU

PROSE PUNTO

SIPTICAL

SANSKRIT

PADMESH

SUTRA

SANKARANRAJA SAKRA

NADUMONSOON ORIGAMI

SETRO

PERDITANOKTALAR MANDAVA


