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Zintra® Acoustic Digital Print combines the performance of a cost effective, sound absorbing solution 
with digital printing to create a graphic of your choice. Zintra® Acoustic 12mm can be digitally printed to 
provide that extra creative element to your project.

WHAT IS ZINTRA® ACOUSTIC DIGITAL PRINT?

•	 Transform your space by combining the acoustic properties of Zintra® with the design of your choice
•	 Cost effective sound solution with unlimited design flexibility
•	 Suitable for a multitude of applications – walls, ceilings, space division, signage and set in millwork
•	 Ideal for reinforcing branding and corporate identity
•	 Easily fabricated and installed
•	 Tackable
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 ZINTRA® ACOUSTIC DIGITAL    
 PRINT SPECIFICATIONS
CONTENT

ACOUSTIC RATING

PANEL SIZE / THICKNESS

SURFACE FINISH

DIGITAL IMAGING

APPLICATION 

FABRICATION

INSTALLATION

FIRE RATING

CARE INSTRUCTIONS

100% Polyester

aw 0.30 - 0.95 / NRC 0.45-0.90

2790mm x 1215mm x 12mm  

Matte

Inks used are UV cured with only 0.3% VOC and no heavy metals

Indoor areas only.

Utility knife or CNC with oscillating knife.

See Installation Instructions for Zintra® Acoustic 12mm Panels 

In accordance with EN 13501-1, Zintra Acoustic 12mm achieves Class B-s2-d0

Vacuum 

zintra® acoustic digital print 


