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ZINTRA" ACOUSTIC
CLOUDS

WHAT ARE ZINTRA® ACOUSTIC CLOUDS?

Reduce the irritating reverberation of sound with Zintra® Acoustic Clouds. These pre-fabricated
Zintra® Acoustic 12mm pieces are quickly and easily assembled on-site, then the shape is suspended
from the ceiling substrate. Zintra® Acoustic Clouds provide attention grabbing three-dimensional
texture that is easily installed, as well as the practical benefit of effective noise reduction.

ZINTRA® CLOUDS FEATURES

Cost effective, easy to assemble solution
aw 0.95/NRC 0.90

Customizable in size and shape

Unique visual ceiling element

Comes complete with hanging cables
Flat packed for cost effective transport
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zintra® acoustic clouds

STANDARD CLOUD CONFIGURATIONS:
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CLOUDS BLANCHARD CLOUDS CLOCHETTE CLOUDS DRANTE*

1220mm x 1220mm x 140mm H
1829mm x 1829mm x 229mm H

712mm DIA x 610mm H
1423mm DIA x 1194mm H

1120mm x 1020mm x 230mm H

CLOUDS GIFFARD CLOUDS STRATUS CLOUDS SQUARE*
356mm DIA x 548mm H

685mm DIA x 1193mm H

1066mm DIA x 1803mm H

1400mm x 700mm x 292mm H 1220mm x 1220mm x 140mm H

1220mm x 2745mm x 153mm H
2745mm x 2745mm x 229mm H
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CLOUDS WARP* CLOUDS YOOFOE
1220mm x 1220mm x 140mm H 1220mm DIA x 157mm H
1829mm DIA x 204mm H k2 e
2745mm DIA x 254mm H

* Drawing shows 4 sets of Clouds
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ZINTRA" ACOUSTIC CLOUDS
SPECIFICATIONS

CONTENT 100% Polyester

ACOQUSTIC RATING aw 0.95/NRC 0.90
COLOUR 20 standard colours. (See page 7)
PACKAGE INCLUDES Complete hanging hardware including 2000mm of aircraft wire and adjustable fasteners
INSTALLATION Assemble clouds as per instructions.

Fix hardware (supplied) to ceiling, feed wire through Zintra and adjust height accordingly
FIRE RATING In accordance with EN 13501-1, Zintra Acoustic 12mm achieves Class B-s2-d0

CARE INSTRUCTIONS Vacuum

Ceiling attachment
Zintra® Cloud Attachment
Zintra® Cloud
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