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DESK SCREEN
Accessories

Texture:
Lustre:
Transparency:

DESCRIPTION / FEATURES

Zintra Desk Screens are ideal for open work spaces that need more
privacy. These surface mounted partitions sit secure in place while
capturing unwanted noise and adding color and design. Zintra Desk
Screen are completely customizable to fit almost any work surface.

Download the complete Timber + Sticks brochure
HOW TO SPECIFY

1. Design
2. Size
3. Zintra Colours

COMPOSITION

Zintra Acoustic Panel - 100% Solution Dyed (Colour Through)
Polyester

FINISHES AVAILABLE

Zintra 12mm (1/2") Colour Range

STANDARD SIZE

23.8" x 11" x 0.5" (603mm x 280mm x 12mm)
23.8" x 11" x 1" (603mm x 280mm x 24mm)
47.8" x 11" x 0.5" (1213mm x 280mm x 12mm)
47.8" x 11" x 1" (1213mm x 280mm x 24mm)
60" x 11" x 0.5" (1524mm x 280mm x 12mm)
60" x 11" x 1" (1524mm x 280mm x 24mm)
72" x 11" x 0.5" (1829mm x 280mm x 12mm)

72" x 11" x 1" (1829mm x 280mm x 24mm)
23.8" x 19" x 0.5" (603mm x 482mm x 12mm)
23.8" x 19" x 1" (603mm x 482mm x 24mm)
47.8" x 19" x 0.5" (1213mm x 482mm x 12mm)
47.8" x 19" x 1" (1213mm x 482mm x 24mm)
60" x 19" x 0.5" (1524mm x 482mm x 12mm)
60" x 19" x 1" (1520mm x 482mm x 24mm)
72" x 19" x 0.5" (1829mm x 482mm x 12mm)
72" x 19" x 1" (1829mm x 482mm x 24mm)
INDOOR/OUTDOOR

Indoor only

WET AREAS

No

SUGGESTED INSTALLATION

Fix the Clamshell off to the desk and then slide the Screen into the gap

CUSTOMISABLE

The Zintra Acoustic Solutions range is customisable to your project.
Please get in touch with your local contact for details.

THERMOFORMABLE

No

FIRE RATING

ASTM E-84 - Class A
E-13501 - B-s2-d0
AS 5637.1:2015 - Group 1

ADDITIONAL COMMENTS

NRC = 0.95
Hardware included.
Pattern may be specified to one side or both.

FABRICATION

Standard woodworking tools or Stanley knife

REFINISHABLE

No

CARE INSTRUCTIONS

Remove spills immediately using damp, clean cloth.

Dab Zintra with a clean, soft white cloth dampened with a mild solution
of liquid detergent and warm water. Repeat using only clean water,
then pat dry with a lint free cloth.

Avoid using wax polishes, solvents or concentrated abrasives.

For more difficult stains, dampen a soft white cloth with a solution of
household bleach (10% bleach / 90% water). Dab gently. Repeat using
only a clean, water dampened cloth to remove bleach
concentration then pat dry with a lint free cloth.

Always test in an inconspicuous area first. If care instructions don't
deliver the expected results, cease cleaning method immediately and
contact Baresque for assistance.

ENVIRONMENTAL INFORMATION Easily recycled through standard recycling channels

