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WALLCOVERINGSH OAKWOOD

Capturing the pure rawness and natural beauty of aged bark, Oakwood has been carefully created by hand as an artwork in the studio, before being
produced in our manufacturing facility as a readily available wide width wallcovering in eight equally organic colours. With the added benefit of
durability and built-in antimicrobial protection, this luxurious wide width wallcovering will stand the test of time on looks and performance in all
applications.

Product Details

Design:

SKU:

Colour Description:
Width:

Length:

Sold By:

Construction Type:

Oakwood
13216

Brown

130cm

30m

Per linear metre

Fabric backed Vinyl

Backer: Type Il non-woven
Weight: 455gsm
Fire rating: Euro Class B-s2, dO
CLEANABILITY IMO RATED LIGHTFASTNESS VOC RATED

A+

Fully Washable Very good.
(6 out of 8 to

BSEN20105)

CE COMPLIANT  CONTAINS BIOCIDE  ANTI-BACTERIAL

Hanging Information

Pattern Repeat: Ocm
Pattern Offset: Ocm
Pattern Overlap: 5cm

Recommended Adhesive: Hard spatula and joint cutter

AVAILABLE COLOURWAYS IN THIS DESIGN
To view the full range of colourways available in this design, please search e l T D ‘ O I E—
‘Oakwood’ using the search function tool on the Muraspec website. h—
OVERLAP & TRIM  BY REVERSE HANGING ~ RANDOM MATCH PASTE TO WALL

If you require further information about any Muraspec product or service please search our website www.muraspec.com,

contact us at customerservices@muraspec.com or call +44 (0)3705 117 118
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